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SECTION A-A
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SECTION B-B

SECTION A-A

GENERAL NOTES

|- ANY METHOD DEVISED BY THE CONTRACTOR AND APPROVED BY THE ENGINEER THAT WILL ASSURE THE
LONGITUDINAL ROADWAY STEEL WILL BE POSITIONED +/- 12 mm AS DIMENSIONED WILL BE SATISFACTORY.

2- THE CONTRACTOR HAS THE OPTION TO SLIP- FORM THE BARRIER,IN WHICH CASE, ADDITIONAL REINFORCEMENT
MAY BE TIED TO THE UPPER TWO-THIRDS OF THE REINFORCING CAGE TO PROVIDE BRACING.

3- BARREER SHALL NOT BE USED TO SUPPORT HIGHWAY LIGHTING POLES.

4- BARRIER IS NOT TO BE USED FOR BRIDGE ROADWAY APPLICATIONS.

- DELINEATORS TO BE MOUNTED ON MEDIAN BARRIERS SHALL BE YELLOW WHERE THE BARRIER IS ON THE
IN THE DIRECTION OF TRAFFIC; SHALL BE WHITE WHERE THE BARRIER IS ON THE RIGHT IN THE DIRECTION OF
TRAFFIC; AND SHALL BE DOUBLE YELLOW WHERE THE BARRIER IS IN THE MEDIAN WITH TRAFFIC IN EACH
DIRECTION.

6- ANCHOR DEVICES SHALL BE EITHER ALUMINUM OR GALVANIZED STEEL AND SHALL BE EXPANSIVE BOLTS
OR ADHESIVE SELF-GROUTING BOLTS. IF GALVANIZED STEEL BOLTS ARE USED, A NON-CONDUCTIVE WASHER
SHALL BE USED BENEEN THE ALUMINUM ALLOY SUPPORT ANGLE AND THE HEAD OF THE BOLT.

7- SAWED JOINTS SHALL BE LOCATED AT PAVEMENT TRANSVERSE JOINTS.

8- ALL REINFORCING STEEL SHALL BE COATED DEFORMED BILLET-STEEL BARS CONFORMING TO AASHTO M284
OR M IIAND M3IM GRADE 400, RESPECTIVELY.

9- ALL CAST-IN-PLACE CONCRETE SHALL BE CLASS AAIAE) EXCEPT WHERE SPECIFIED OTHERWISE.

ALL DIMENSIONS ARE SHOWN IN MILLIMETERS (mm) UNLESS OTHERWISE NOTED.
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